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Dubai Opera Garden – Burj Khalifa Complex, Dubai, UAE Highway belt on A33 motorway, Bielefeld, Germany 

Sky View Parc, NYC, USA Karolinska Hospital, Stockholm, Sweden
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Urbanscape® is the blanket term for a range of new innovative products, concepts 
and systems for Urban Green Infrastructure. They combine the key aspects for 
enhancing the Urban Environment by making it healthier for the residents.

We have been part of the green roof and landscaping industry for over 25 years, 
delivering high quality Rock Mineral Wool growing media to growers, installers and 
investors around the globe.

Urbanscape® – Fighting for a better, greener and healthier environment.

Our Green Solutions
Green Roof System Landscaping System Horticulture

Customised solutions, designs and concepts for customer specific projects,  
different local needs and environments.
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Urbanscape® Architecture
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Urbanscape® Extensive Flat  
Green Roof Systems

Why Green Roofs?
The design of buildings has evolved over the years, but the function has remained constant: protection, comfort, warmth in winter 
and coolness in summer. In recent years, however, the environmental impacts of buildings and green roof solutions are becoming 
increasingly important. 

With the development of a more comprehensive view of sustainability, it is critical to remember that, from a building lifecycle 
perspective, the environmental impact of every building is the result of its energy consumption during the time it is used, the use of 
renewable energy and the use of sustainable materials. 

Green roofs go beyond contemporary architecture and give new value to the role of buildings within urban planning. They are 
designed not only to reintroduce the element of nature in the urban environment but also to provide solutions for important issues 
like urban heat island and stormwater management. 

What are the main benefits?

Cleaner air

Complete solution

High water absorption  
and retention

Strong plants

Improved root growth

Sustainable solutionLightness

Fast and easy installationRainwater purification Instant green

Low construction height 

Urbanscape® Sedum-mix Blanket

Urbanscape® Green Roll

Urbanscape® Drainage with buffer

Urbanscape® Root Membrane

Waterproofing

Base Roof Structure

Urbanscape® Extensive Flat Green Roof Systems represent the core product range 
featuring a modular layer design consisting of 4 to 5 core layers. 

Our core focus are systems with pre-grown vegetation which guarantee the best benefits for the customer, immediately resulting  
in the final appearance without having to wait months for the green roof to actually become green. 

All our systems can be easily modified and adapted to specific climates by combining different layer types (and thicknesses).  
Each Urbanscape® green roof system is always made up of 3 core elements (from top to bottom): 

1.	 Pre-grown Vegetation Blanket
2.	 Urbanscape® Green Roll Multipurpose Growing Media
3.	 Drainage
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Urbanscape® Extensive Flat Green Roof Systems
The different combinations of layers offer different performances in relation to climate conditions.

For optimum stormwater detention characteristics, a separate detention layers can be implemented.  
This makes our systems a state-of-the-art natural stormwater management tool.

Urbanscape® Green Roof  
Premium / Standard
For mild climates.

Urbanscape® Green Roof AIR  
Premium / Standard
For very wet climates.

Urbanscape® Green Roof HIGH  
Premium / Standard
For climates with long very dry periods and/or arid climates.

Urbanscape® Green Roof  
Premium and Standard 
This set-up of the Urbanscape® green roof system is the optimal solution for roof 
areas with low roof structure load reserves. Thanks to the light weight and thinness 
of Urbanscape® growing media and Urbanscape® Drainage Universal layers, this 
structure is particularly practical for renovations and also for roofs where the 
maximum green roof height should be minimized.

Urbanscape® Sedum-mix Blanket

Urbanscape® Green Roll

Urbanscape® Drainage Universal

Urbanscape® Root Membrane (optional)

Waterproofing

Base Roof Structure

Layer structure of Urbanscape® Green Roof Premium and Standard

Performance characteristics of the system components

System components
Weight (kg/m2)

Height (mm) Water storage 
capacity (L/m2)Dry Wet

Urbanscape® Sedum Mix approx.15.00 approx. 23.00 approx. 20–40 approx. 8
Urbanscape® Green Roll (Standard) 2.20 approx. 19.20 20 approx. 17
Urbanscape® Green Roll (Premium) 4.40 approx. 33.40 40 approx. 29
Urbanscape® Drainage Universal 0.63 approx. 0.63 12.5 0
Urbanscape® GR Premium System 20.00 approx. 57.0 approx. 73–93 approx. 37
Urbanscape® GR Standard System 17.80 approx. 42.8 approx. 53–73 approx. 25

For specialist advise always consult local Urbanscape@ reprasentative or talk to our central team.

Urbanscape® Green Roof THERMAL  
Premium / Standard
For colder climates and for extra thermal insulation.
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Urbanscape® Green Roof AIR 
Premium and Standard
Depending on market requirements, the Urbanscape® Drainage Universal can be 
replaced with the Urbanscape® Drainmat. The use of this system is similar to the 
Urbanscape® Standard and Premium systems, however it also offers improved 
drainage characteristics and airflow underneath the growing media, making it more 
suitable for very wet climates.

Urbanscape® Sedum-mix Blanket

Urbanscape® Green Roll 20 or 40mm

Urbanscape® Drainmat

Urbanscape® Root Membrane (optional)

Waterproofing

Base Roof Structure

Layer structure of Urbanscape® Green Roof Premium AIR and Standard AIR

Performance characteristics of the system components

System components
Weight (kg/m2)

Height (mm) Water storage 
capacity (L/m2)Dry Wet

Urbanscape® Sedum Mix approx. 15.00 approx. 23.00 approx. 20–40 approx. 8
Urbanscape® Green Roll (Standard) 2.20 approx. 19.20 20 approx. 17
Urbanscape® Green Roll (Premium) 4.40 approx. 33.40 40 approx. 29
Urbanscape® Drainmat 0.56 approx. 0.56 20 ‒
Urbanscape® GR Premium Air System 20 57 approx. 80–100 37
Urbanscape® GR Standard Air System 17.80 42.8 approx. 60–80 25

Urbanscape® Extensive Flat Green Roof Systems

Urbanscape® Green Roof HIGH  
Premium and Standard
This setup of the Urbanscape® green roof system is suitable for hot and arid climates 
as well as for geographies with distinct long dry periods, as the system includes 
drainage with extra water buffer. 
Combining superior water retention and detention of the Urbanscape® Green Roll 
growing media with an additional water reservoir of Urbanscape® Drainage with 
a buffer, this system provides state-of-the-art stormwater retention capabilities 
and excellent detention characteristics. When completely dry, the water absorption 
feature of Urbanscape® Green Roll will utilize the extra water buffer stored in the 
drainage cavities. The system is also available with a flame resistant Urbanscape® 
Drainage layer with a buffer for the ultimate fire resistance performance.

Layer structure of Urbanscape® Green Roof Premium HIGH and Standard HIGH 

Performance characteristics of the system components

System components
Weight (kg/m2)

Height (mm) Water storage 
capacity (L/m2)Dry Wet

Urbanscape® Sedum Mix approx. 15.00 approx. 23.00 approx. 20–40 approx. 8
Urbanscape® Green Roll D11 (Standard) 2.20 approx. 19.20 20 approx. 17
Urbanscape® Green Roll D11 (Premium) 4.40 approx. 33.40 40 approx. 29
Urbanscape® Drainage with Buffer 1.36 approx. 13.16 20 approx. 11.8
Urbanscape® Drainage with Buffer FRB -25 1.56 approx. 13.36 20 approx-11.8
Urbanscape® GR Premium High System 20.8–21.0 68.2-68.40 approx. 85–105 47.4
Urbanscape® GR Standard High System 18,60–18.80 54.0-54.20 approx. 65–85 35.4

Urbanscape® Sedum-mix Blanket

Urbanscape® Green Roll

Urbanscape® Drainage with buffer

Urbanscape® Root Membrane (optional)

Waterproofing

Base Roof Structure

For a more detailed explanation, please consult our local representative or our central team.
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Urbanscape® Green Roof THERMAL 
Premium and Standard
This set-up offers a superior water storage capacity of up to 47L/m2 with additional 
thermal insulation. Thanks to the closed-cell, the Urbanscape® Expanded polystyrene 
drainage system has a thermal conductivity rate of 0.035W/(mK). By installing this 
system, the thermal resistance of the roof construction can be additionally improved 
by 0.55(m2-K)/W. This is the optimum solution for roofs with poor thermal insulation 
as well as for green roofs that require high water retention.

Layer structure of Urbanscape® Green Roof Premium THERMAL and Standard THERMAL

Performance characteristics of the system components

System components
Weight (kg/m2)

Height (mm) Water storage 
capacity (L/m2)Dry Wet

Urbanscape® Sedum Mix approx. 15.00 approx. 23.00 approx. 20–40 approx. 8
Urbanscape® Green Roll D11 (Standard) 2.20 approx. 19.20 20 approx. 17
Urbanscape® Green Roll D11 (Premium) 4.40 approx. 33.40 40 approx. 29
Urbanscape® Geotextile 300 0.30 approx. 2.00 - approximately 1.7
Urbanscape® EPS Drainage 0.50 10.50 20 10
Urbanscape®  
GR Premium Thermal System 20.20 approx. 66.9 approx. 98–118 47

Urbanscape®  
GR Standard Thermal System 18.00 approx. 52.7 approx. 78–98 35

Urbanscape® Extensive Flat Green Roof Systems

Urbanscape® Sedum-mix Blanket
Urbanscape® Green Roll 20 or 40mm
Urbanscape® Geotextile 300
Urbanscape® EPS Drainage

Waterproofing
Base Roof Structure

Urbanscape® Root Membrane (optional)

Urbanscape® Green Roof Systems can be installed on any type of roof construction: 
concrete, steel deck, wooden deck, inverted roof constructions or any other type of 
materials used in roofs. The green roof elements stay the same for every application, and 
only the insulation requirements and the position of waterproofing membrane are adjusted.

Warm roof on concrete deck  Warm roof on steel deck  Inverted roof

For any special construction designs or other 
challenges, please consult our local technical 
specialist or directly contact our central 
technical support team.
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Urbanscape® Extensive Flat Green Roof Systems

Urbanscape® Sedum-mix blankets
The Urbanscape® Sedum-mix blankets comprise eight to twelve different species of 
Sedum. The blankets boast at least 85% coverage upon delivery. The sebaceous Sedum 
plants are efficient at storing water in their leaves and are extremely suitable for varying 
weather conditions.

The blankets and plant species can differ depending on the place of growth and type of 
roof installation. Our blankets are grown in different location in Europe, Asia and North 
America in order to adapt to specific local climates.

Property Unit Value
Thickness mm 20–40
Coverage % 85
Standard size m 1 × 1.2
Max roll length m 20-25
Weight dry kg/m2 15
Weight saturated kg/m2 23

Please consult our 
technical team to select the 
Urbanscape® Sedum mix 
blankets most suitable for 
specific regions/climates or 
types of application (flat or 
pitched roofs).

Core Sedum Species in our blankets 

Urbanscape® Green Roll 
Urbanscape® Green Roll is a lightweight multipurpose growing media. The product 
is made exclusively from virgin rock mineral fibres without additives. The Urbanscape® 
Green Roll ensures excellent water retention and conservation characteristics in green 
roofs and can retain the required amounts of minerals needed for plant happiness. Up to 
80% of water containing nutrients stored in the green roll is easy accessible to the plants.

Urbanscape® Sedum-mix blankets

Property Unit Value Standard
Width m 1 EN 822
Length m 3–6 EN 822
Thickness mm 20–40 EN 823 (50Pa)
Normal density* Kg/m3 100–110 EN 1602
Reaction to fire Euroclass A1 EN 13501-1

Property Thickness (mm) Water retention (l/m2) Weight (kg/m2) 
Green Roll D11 20 17 2.20
Green Roll D11 25 19 2,75
Green Roll D11 40 29 4.40

Urbanscape® Green Rool

In scope of our range of green roof system, we also offer and 
offer consultancy on alternative plants (grasses, shrubs, 
herbs, creepers) depending on climate specifics or local 
legislative requirement. 

Variety Flowering Not flowering

Sedum sexangulare  
Flowering Period: June to July
Maximum height: 5cm
Flower colour: yellow

Sedum hispanicum 
Flowering Period: June to August
Maximum height: 5cm
Flower colour: white pink

Sedum floriferum 
Flowering Period: June to July
Maximum height: 15cm 
Flower colour: yellow

Sedum Kamtschaticum 
Flowering Period: June to August
Maximum height: 15cm
Flower colour: yellow

Variety Flowering Not flowering

Sedum Acre 
Flowering Period: June to July
Maximum height: 5cm
Flower colour: yellow

Album Coral Carpet Sedum
Flowering Period: June to July
Maximum height: 10cm 
Flower colour: white

Sedum Wall Album
Flowering Period: June to July
Maximum height: 10cm 
Flower colour: white

Sedum hybridum
Flowering Period:July to August
Maximum height: 15cm
Flower colour: yellow
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Urbanscape® Extensive Flat Green Roof Systems

Urbanscape® Drainage with Buffer /  
Drainage with Buffer FRB-25
The Urbanscape® Drainage System with buffer is a double-sided drainage and 
reservoir board made from recycled high-impact polystyrene with excellent load bearing 
characteristics specifically designed for green roofs. The panels are perforated on 
one side to allow for the installation into the holes on the upper side ensuring water 
retention. It ensures the buffering of water in dry periods and the rapid drainage of 
water in wet periods in green roofs and additionally aerates the root system of the 
plants. The drainage system is produced from high quality plastic to ensure that the 
system is lighter and more compact compared to regular drainage layers. 

The FRB version is designed to meet the requirements of the E-Class according to the 
European Fire Classification testing according to EN 13501-1.

Urbanscape® Drainage with Buffer /  
Drainage with Buffer FRB-25

Property Unit
Value 

Standard
Drainage with buffer Drainage with buffer FRB-25/2

Height mm 25 25
Width m 1.1 1.1
Length m 2.02 2.02  
Rain water retention capacity l/m2 11.8 11.8  
Packaging pcs/pallet 250 250

m2/piece 2.22 2.22
m2/pallet 555 555

Pallet size (L × W × H) m 2.02 × 1.1 × 1.2 2.02 × 1.1 × 1.2
Weight kg/m2 1.36 1.56
Pallet weight kg/pallet 754.8* 865.8*

Water flow capacity l/m*s
2% roof slope: 0.57
3% roof slope: 0.71
5% roof slope: 0.91 

2% roof slope: 0.57
3% roof slope: 0.71
5% roof slope: 0.91 

EN-ISO 12958

Compressive strength (unfilled) kN/m2 322 517 EN-ISO 25619-2
Reaction to fire Euroclass E EN 13501-1

Urbanscape®  
Drainage with Buffer 40
Urbanscape® Drainage System with buffer 40 is a double-sided drainage and 
reservoir board made from recycled high-impact polystyrene with excellent load bearing 
characteristics specifically designed for flat and sloped green roof systems with a slope 
up to 20°.

Urbanscape® Drainage with Buffer 40

Property Unit Value Standard

Height mm 40
Width m 1.04
Length m 2.04  
Rain water retention capacity l/m2 19.59  

Packaging
pcs/pallet 130
m2/pcs 2.12
m2/pallet 275.6

Pallet size (L × W × H) m 2.06 × 1.06 × 1.2
Weight kg/m2 1.96
Pallet weight (including pallete weight) kg/pallet 565.18

Water flow capacity l/m*s
1% roof slope: 0.70
2% roof slope: 1.01
3% roof slope: 1.25 
5% roof slope: 1,63

EN-ISO 12958

Compressive strength (unfilled) kN/m2 338 EN-ISO 25619-2

AMPO facility, Idiazabal, Spain Living boats in Amsterdam, Holland
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Urbanscape® Extensive Flat Green Roof Systems

Urbanscape® EPS Drainage
The Urbanscape® EPS Drainage System is a drainage and reservoir board made out of 
EPS and specifically designed for green roofs. The boards are moulded to allow for the 
installation with the reservoirs on the upper face for superior water retention. These 
reservoirs provide buffering of water in dry periods and rapid drainage from green roofs 
in wet periods and even help aerate plant root systems.

The Urbanscape® EPS Drainage System is classified under Fire resistant Euroclass E 
according to EN 13501-1.

Urbanscape® EPS Drainage

Property Unit Value Standard

Height mm 38

Width mm 800

Length mm 1200

Density g/l 25

Weight g/unit 475 EN ISO 9864

Rain water retention capacity l/m2 10

Compressive strength kPa 228 EN ISO 25619-2

Reaction to fire Euroclass E EN 13501-1

Units units/pallet 70

Size m2/unit 0.96

Size m2/pallet 67.2

Pallet size (L × W × H) mm 1200 × 800 × 2600

Urbanscape® Geotextile 300
Urbanscape® Geotextile 300 is a geotextile made of PES threading using needle 
felting. It is characterized by versatility in use, but is primarily installed for filtration and 
mechanical protection. Urbanscape® Geotextile 300 is thermally fixed and usually used 
to offer mechanical protection and aid water retention.

Urbanscape® Geotextile 300

Property Unit Value Standard

Composition PES
Treatment needled, thermal fixed
Weight g/m2 300 EN 29073-1
Thickness mm 2,2 - 2,8 EN ISO 9073-2
Tensile strength, Fmax MD N/5cm > 300 EN 29073-3
Tensile strength, Fmax CD N/5cm > 350 EN 29073-4
Elongation at Fmax MD % <90 EN 29073-5
Elongation at Fmax CD % <90 EN 29073-6
Fire resistance Euroclass E EN 13501-1
Drilling resistance suitable
Colour white
Width mm 2000
Length m 100

Dubai Opera (Utility house) – Burj Khalifa Complex, UAE ZAC des Montagnes, Champniers, France 
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Urbanscape® Extensive Flat Green Roof Systems

Urbanscape® Drainage Universal
Urbanscape® Drainage Universal is a high-performance CE-marked drainage system 
with an innovative dimple design made from recycled high-impact polystyrene. It acts 
as a drainage, separation and protection layer. The core of the drainage system is a 
perforated dimpled sheet with a high compressive strength and a construction height 
of approx. 12.5mm. A non-woven geotextile layer is bonded to each dimple and acts as a 
separation and protection layer. The drainage system is a protection layer in accordance 
with DIN 18531 “Waterproofing of roofs – Sealing for non-utilized roofs”.

Urbanscape® Drainage Universal

Property Unit Value Standard

Construction height mm approx. 12.5
Width m approx. 1.2
Length m approx. 10
Units units/pallet 12
Size m²/unit approx. 12
Size m²/pallet approx. 144
Pallet size (L × W × H) m 0.8 × 1.2 × 2.55
Weight g/m² approx. 630
Pallet weight kg/pallet approx. 91 (excluding pallet)
Number of dimples per m² approx. 3,364
Water retaining capacity dimple only l/m² approx. 2.15
Water retaining capacity incl. geotextile l/m² approx. 2.65 
Number of perforations per m² approx. 1,540
Compressive strength kPa approx. 300 hEN EN ISO 25619-2
Drainage Capacity:
Fall = 1 % l/(s∙m) approx. 0.62 hEN EN ISO 12958
Fall = 1.5 % l/(s∙m) approx. 0.74 hEN EN ISO 12958
Fall = 2 % l/(s∙m) approx. 0.84 hEN EN ISO 12958
Fall = 2.5 % l/(s∙m) approx. 0.91 hEN EN ISO 12958
Fall = 3 % l/(s∙m) approx. 0.95 hEN EN ISO 12958

Urbanscape® Drainmat
Urbanscape® Drainmat is a three-dimensional, lightweight and flexible composite 
matting composed of a drainage core of looped polypropylene filaments which give 
it excellent drainage characteristics, and a two-sided non-woven filter fabric. The 
components are thermally bonded over the entire contact area. The top non-woven 
filter extends 100mm to one side of the core. This ensures that the joint is covered 
when Urbanscape® Drainmats are installed adjacent to one another.

Urbanscape® Drainmat

Property Unit Value Standard

Weight g/m2 560 EN ISO 9864
Thickness mm 20 EN ISO 9863-1
Polymer PP/PET/PA
Colour black/gray

Water flow capacity l/(s×m)
0.12 (10 KPa; i=0.01)

EN ISO 12958
0.30 (10 KPa; i=0.03)

Tensile strength KN/m 8/8 EN ISO 10319
Dimensions & Weights
Mattings
Width m 1.00
Length m 35
Area m2 35
Rolls
Diameter m 1
Length m 1.10
Gross weight kg 20

Riga, Latvia Moda Deniz VIP Club, Turkey
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Urbanscape® Root Membrane
Urbanscape® Root Membrane is made from black regenerated LD Polyethylene foil 
used to prevent root penetration in green roofs. Root Membrane is used always when 
waterproofing is not root resistant.

Urbanscape® Root Membrane

Property Unit Value Standard

Average thickness mm 0.5 EN 1849-2
Width m 6 (+/-2%) ISO 4592/2
Length m 25 (+/-3%) 
Roll weight kg 71
Units rolls/pallet 15

Size
m2/roll 150
m2/pallet 2250

Pallet size ( L × W × H ) cm 130 × 170 × 130
Surface weight kg/m2 0.47
Pallet weight kg /pallet 1085
Tensile strength - length direction N/50mm 330 EN 12311-1
Tensile strength - transvers direction N/50mm 310 EN 12311-1
Tear resistance - length direction N >100 EN 12310-1
Tear resistance - transverse direction N >100 EN 12310-1
Density g/cm3 0.94 ISO 1849-2

Urbanscape® Extensive Flat Green Roof Systems

Sky View Parc, NYC, USA
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Non-instant Urbanscape® Green Roof 
Despite the advantages of pre-vegetated roofs, in specific cases, hydroseeding or hydro-
mulching is the preferred option. Hydroseeding allows for the relatively quick establish-
ment of the vegetation cover with the appropriate species on roofs with small slopes.

Hydroseeding is the preferred option to traditional seeding since there is no need for specific substrate preparations and can be 
carried out during the rainy season. Hydroseeding is the hydraulic application of water as a carrier of seeds and fertilizer spraying onto 
the seedbed through a nozzle or hose. 

With hydromulching, the mixture of water, seeds and fertilizer is enhanced with a fibre-mulch which promotes plant germination and 
growth. This method is more appropriate for severe climates and serves as temporary thin erosion control layer.

Urbanscape® Green roll (2 or 4 cm)

Substrate layer**

Anti-root membrane (if needed)

Drainage layer

Hydromulching/hydroseeding cover

Urbanscape® Green Roof Systems with  
Sedum Cuttings and Propagation Plugs
In certain cases, pre-grown Urbanscape® Green roof systems can be combined with alternative plant propagation options  
(e.g. Sedum Cuttings and/or Propagation plugs). 

The Urbanscape® green roof set-up for cuttings and plugs is designed to provide the optimum moisture content for the optimum  
and fast plant growth which can be up to 20% faster compared to alternative growing media. 

Urbanscape Green Roof System: Residential Villa in Brasschaaat (Belgium) 
© by Architect Kristof van Hoof – Zandhoven (B)

Waterproofing

Base Roof Structure

** The thickness of the substrate layer is based on climate conditions and 
the vegetation cover chosen for the specific project. For shallow rooting 
Sedum-like plants, up to 5 cm layer thickness is sufficient. 



24 25

Urbanscape®  
Intensive Flat Green Roof Systems
In intensive green roofs, we are creating a habitat for a wider variety of plants in taking into account the limited space and media 
depth of the rooftop, often exposed to extreme weather conditions.

To ensure the high performance of rooftop plants, the soil biology must be supported by a suitable water and air regime. By adding 
Urbanscape® Green cubes to the engineered rooftop substrate, the optimal water-air regime is promoted. The enhanced substrate is 
capable of retaining more water with dissolved nutrients, releasing them slowly while maintaining the necessary aeration for optimal 
root growth. 

This will result in stronger plant rooting system, improved resilience to harsh weather with better and stronger growth. 

Urbanscape® Extensive Inclined (up to 20°)  
and Pitched Green Roof Systems (20°−45°)
Vegetated inclined or pitched roofs offer many benefits to the public, private, economic and social sectors. Particularly important are 
also the aesthetic aspects of greening, which is much more delicate compared to the traditional flat green roofs. 

Technical performance may vary by region, climate and green roof design. Compared with flat roofs, inclined or pitched roofs retain 
less water. At the same time, the amount of moisture from the ridge to the lower edge also varies. Precisely because of this, optimal 
moisture distribution in inclined roofs represents one of the main challenges in green roof design. 

Due to the high water storage capacity of the Green Roll growing media, Urbanscape® systems ensure a much more uniform 
distribution of water at the roof pitch compared to conventional sloping roofs with exclusively soil-based substrates. 

The most critical component of any sloping green roof is the system that holds the growing media and the vegetation layer in place 
during the early stages of roof development. Because of the low weight and at the same time high water storage capacity with 
uniform water distribution, Urbanscape® Inclined and Pitched Green Roof Systems are an excellent and reliable solution for all roof 
pitches of up to 45 °.
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Urbanscape® Sedum-mix blanket
Urbanscape® Green Roll 4cm
Urbanscape® drainage layer with buffer
waterproofing membrane with root protection
roof base structure
planking
gravel
Urbanscape® L-profile
profile holder
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Urbanscape® Sedum-mix blanket
Lightweight Green Roof Substrate
Urbanscape® Substrate holder
Urbanscape® Green Roll 4cm
waterproofing membrane with root protection
planking
roof base structure
Urbanscape® L-profile
profile holder
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Up to 20° 20°–45°

Experience Center, Škogja Loka, Slovenia

Urbanscape® Extensive Sloped 
Green Roof Systems
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Urbanscape® Green Roof Systems Accessories 

Urbanscape® L-profiles 
Urbanscape® L-profiles are designed to separate the vegetation and gravel layers 
in extensive green roofs and can also be used to create borders on a roof without a 
parapet wall. The thrice bent L-shaped gravel board is made from aluminium with 
perforations for continuous drainage. The connections between them can be carried 
out with Urbanscape® Corner Profile. Urbanscape® L-Profile

Connected profiles

Urbanscape® Inspection Box 
The Urbanscape® Inspection Box is installed over the outlets on extensive green 
roofs as part of the Urbanscape® Green Roof System. It simplifies the inspection 
and maintenance of drainage outlets. The inspection box consists of a high-quality 
polypropylene base with weight distribution feet and a lockable lid with a built-in 
stainless steel filter grid to provide for the drainage of overflow from the green roof 
build-up as well as surface water from the vegetation layer. 

Urbanscape® Inspection Box 

Urbanscape® Biodiversity Kit 
The Urbanscape® Biodiversity Kit has been carefully assembled to improve the 
biodiversity of extensive green roofs, thereby also increasing their ecological value. The 
biodiversity package is supplied on a pallet. The Urbanscape® Biodiversity Kit requires a 
construction area of 6m2. 

The Urbanscape® Biodiversity Kit is supplied on a pallet and includes the following products:
•	 Biodiverse Roof Garden Substrate
•	 Sand
•	 Gravel
•	 Multi-coloured Maas River Boulders
•	 Oak logs
•	 Insect hotel
•	 Biodiverse plant selection consisting of perennials, herbs and grasses

Urbanscape® Biodiversity Kit 

Urbanscape® Stable Gravel 
Urbanscape® Stable Gravel is an advanced, recyclable stabilization system for gravel, 
shells, mulch and sand. With its hexagonal honeycomb structure made of high quality 
polypropylene cells, Urbanscape® Stable Gravel is designed to provide a strong and 
stable structural layer for the professional application of gravel on paths, driveways, car 
parks and roofs.

Urbanscape® Stable Gravel 

Urbanscape® 
Insujac Pedestal 
The Urbanscape® Insujac Pedestal is 
a lightweight, high-strength adjustable 
pedestal level-raising system designed to 
replace the traditional method of raising 
the floor level. The Urbanscape® Pedestal 
range offers easy height configurations 
with fewer components, simplifying 
installation, resulting in reduced 
operational costs.



28 29

Foolproof and super-fast installation Varied colours all year long!
The modular layer principle used throughout the entire Urbanscape® Green Roof 
range is the foundation for the foolproof and super-fast installation. Usually,  
3 persons can install up to 500m2 of Urbanscape® Green Roof in day by simply 
following the steps below. 

Step 1
Clean the roof and 
check that the 
waterproof maembrane 
is not damaged.

Step 2
If the waterproofing 
membrane is not 
resistant to root 
penetration, protect it 
with Urbanscape® Root 
Membrane.

Step 3
Lay down the selected 
drainage, covering the 
entire area where the 
green roof will be set up.

Step 4
Roll out Urbanscape® 
Green Roll crosswise on 
top of the Urbanscape® 
drainage.

Step 5
If irrigation is needed, 
install it directly on top 
of Urbanscape® Green 
Roll.

Step 6
Roll out the Urbanscape® 
Sedum-mix blanket 
crosswise on top of 
Urbanscape® Green Rolls

Step 7 Set-up edge profiles around the green roof  
and fill the edges with gravel. Step 8

Water the vegetation 
until system is fully 
saturated.

Thanks to the 12 sedum varieties, Urbanscape® Greenroof will surprise you with a variety 
of shades that it takes through the year: red, green or brown, with white, pink, yellow or 
red flowers between June and September. The colours of Urbanscape® Greenroof vary 
based on weather conditions, season, irrigation and maintenance quality.

Winter Spring

Summer Autumn
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Building Information Modelling (BIM)  
for the Urbanscape®  
Extensive Green Roof System
To assist and support architects, engineers and other users, the Urbanscape® Green Solutions Team has developed a detailed BIM 
object of the Urbanscape® extensive green roof systems, which contains all of the necessary geometric, material, physical and 
functional characteristics of different Urbanscape® systems and layers. 

With this parametric Urbanscape® BIM object, users can quickly and easily design not only the physical representation of an extensive 
green roof, but also all the key green roof-related information, such as static load, stormwater retention and detention characteristics, 
compressive strength, height/total thickness of packaging etc.

All data are automatically integrated into the package and require no additional technical documentation. Our BIM object for the 
Urbanscape® Green Roof System can be downloaded from our website. 

PET tool for Urbanscape® 
PET tool is an important part of technical support offered to stakeholders by Knauf Insulation Green Solutions. This software tool 
optimizes the green roof design process, assisting with energy and water management performance and the evaluation of the 
comparative advantages of green roofs compared to ordinary or existing flat, not-vegetated roof. 

This is completed via the arbitrary modelling of a lightweight or massive referential flat roof and the URBANSCAPE® green roof 
system for the selected climate in a selected city regardless of the continent. Our customers will receive a three-page report useful in 
providing for an improved green building rating. 

Roof construction
Composition: Concrete (2000) ;  d = 18 cm

KI vapour barrier LDS 100 ;  d = 0,1 cm
Polyurethane board ;  d = 16 cm
EPDM ;  d = 0,6 cm

U = 0,204 W/m²K
roof colour: dark ;    αs = 0,7

Area: m²

URBANSCAPE
Composition: Sedum-mix blanket

No additional soil layer
GreenRoll substrate 4 cm
Drainage system with buffer

Thickness: 8,5 cm  (without Sedum-mix plants height)
Max.water content:  45  l/m²  

Irrigation:  NO

Meteo data
Location: Munchen, Germany Ta RH H rainfall

(°C) (%) (kWh/m²d) (l/m²m)

jan -2,1 82 1,0 45
feb -0,6 82 1,8 42

mar 3,5 75 2,9 47
apr 7,5 73 4,0 55

may 12,2 71 5,0 87
jun 15,2 73 5,4 109
jul 17,4 71 5,4 100

aug 16,7 73 4,6 98
sep 13,3 77 3,5 68
oct 8,3 80 2,1 49

nov 2,8 83 1,1 55
dec -0,7 83 0,8 49

Year 7,8 77        1149 kWh/m²y     803 l/m²y

-40
-20

0
20
40
60
80

100

T 
(°

C)
, R

H 
(%

)

Ti (°C) Ta (°C) RH (%)

0

200

400

600

800

1000

G
(W

/m
2 )

0

5

10

15

u w
(m

/s
), 

ra
in

fa
ll

(l/
m

2 )

uw (m/s) rainfall (mm/m²)

Results - energy
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Results - water
Irrigation outflow retained water

(l/m²) (l/m²) (l/m²) (%)
jan 0 30 14 31
feb 0 13 28 67

mar 0 20 27 58
apr 0 0 55 100

may 0 4 83 95
jun 0 0 109 100
jul 0 21 78 78

aug 0 25 73 74
sep 0 0 67 99
oct 0 0 48 99

nov 0 9 45 82
dec 0 29 19 39

Year 0 152 646 81

803 152 0
0
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System page with climate data

Energy efficiency page

Storm-water page

How green roofs contribute  
to final green building ratings
The green construction industry is quickly developing while the popularity of Green Building Rating Tools is growing. Using green 
roofs earns points in different Green Building Rating Systems, such as LEED (Leadership in Energy and Environmental Design) and 
BREEAM (Building Research Establishment Environmental Assessment). 

We will help you optimize your points for your LEED, BREAM or any other certification that might apply in your country (DGNB, GOLD 
STAR etc.). We will use our advanced modelling end evaluation tools (like the PET tool) to provide sufficient data to become eligible for 
additional points from sustainable certifiers. 
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Knauf Insulation is one of the leading and fastest growing 
manufacturers of insulation materials. We are committed to 
providing materials that deliver real performance to improve 
sustainability in construction. With the introduction of our 
new Urbanscape® Green Roof and Landscaping System 
solutions, we are delivering on our commitment.

Active in more than 35 countries with 37 manufacturing 
plants and over 5,000 employees across the globe, the 
company, member of the German family-owned Knauf Group, 
continues its strong and steady operational and financial 
growth, having achieved a turnover well in excess of  
€1.9 billion.

About Knauf Insulation

	 Urbanscape® Green Solutions
	 @UrbanscapeKI
	 Urbanscape® - Green Roofs, Walls & Landscaping
	 Urbanscape® Green Solutions
	 urbanscape_smart_green
	 UrbanscapeKI

Follow us: 


